
Uses
For removing mould, mildew, moss and lichen from
walls, roofs and floors of all types both externally as
well as internally.

Application
Gloves, overalls and goggles should be worn at all
times when handling this product. Ensure all loose
growths are first removed using a stiff brush. Apply
two coats of Bond It MOULD AND MILDEW WASH at
the rate of 10m2 per litre using a low pressure spray
(non-atomising) or brush ensuring care is taken to
brush the wash thoroughly into any cracks or
crevices and allowing 24 hours to stand. 

Cleaning of Tools
All equipment used should be rinsed thoroughly with
plenty of water.

Limitations
If the surface is going to be treated with any other
product, e.g. Bond It WATERSEAL, SILICONE ULTRA
WATERSEAL or BITUBOND roofing products, then the
surface should be washed first with water and left to
dry out before applying any of these products.

Storage Conditions
Store in cool, dry conditions in a sealed container.
Protect from frost, high temperature and direct
sunlight. 

Shelf Life
Up to 24 months when stored according to
manufacturers instructions.

Coverage
10m2 per litre depending on porosity of substrate.

Disposal of Containers
Do not leave empty containers where residue
could be harmful to children, animals or the
environment. Replace lids and remove any
containers to a central disposal point in
accordance with local regulations. 

Health & Safety
Flammability - non-flammable.
Low hazardous product - safe in normal use.
Avoid eye contact, wear eye and face   
protection.
Avoid prolonged contact with skin. Wear 
protective clothing and gloves.
Do not ingest.
Thoroughly wash hands with soap and water 
after use.
Keep out of reach of children. 
Some people are more sensitive to chemical 
products than others. If irritation occurs 
discontinue use.
See separate material safety data sheet for 
full handling, use and storage.
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Never compromise on quality!

Description
A premium grade mould and mildew wash specially formulated to remove mould,  mildew,
moss and lichen and actively discourage re-growth of such fungi.

B
U

I
L

D
E

R
S

 
C

O
M

P
L

E
T

E
 
R

A
N

G
E

MOULD AND MILDEW WASH
Fungicidal Inhibitor



Specification Summary

Flammability Non Flammable

Colour Blue/green liquid

pH N/A

Solubility in water: Soluble

Composition Betane

The data presented in this leaflet
are in accordance with the present
state of our knowledge, but do not
absolve the user from carefully
checking all supplies immediately
on receipt. We reserve the right to
alter product constants within the
scope of technical progress or
new developments. The
recommendations made in this
leaflet should be checked by
preliminary trials because of
conditions during processing over
which we have no control,
especially where other companies
raw materials are also being used.
The recommendations do not
absolve the user from the
obligation of investigating the
possibility of infringement of third
parties rights and, if necessary
clarifying the position.
Recommendations for use do not
constitute a warranty, either
express or implied, of the fitness
or suitability of the products for a
particular purpose.

BOND IT
Unit G16 River Bank Way, Lowfields Business Park, Elland, West Yorkshire HX5 9DN.

Telephone: +44 (0)1422 315300 Fax +44 (0)1422 315310
Email: sales@bond-it.co.uk  Website: www.bond-it.co.uk

Code: BDH070 BDH071

Size: 5L 1L

Container Sizes


