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RESCUE TAPE
SELF-FUSING SILICONE REPAIR TAPE

Same quality tape, now in new 5ft lengths (2.54cm x 1.52m)

Available in black and white and dispensed in eye catching merchandising display box. 

Self-fusing silicone repair product with infi nite uses. Resists fuels, oil, acids, solvents, salt water, road salt and UV rays.

Benefi ts:
• Pressure resistant up to 8 Bar 

• Insulates 8,000 volts 

• Permanent seal 

• Waterproof / airtight 

• Can be applied under water 

• Never gets gummy or sticky.

NEW 
SMALLER 

ROLLS

Code Colour    Box      Size  Barcode

RTRSB36AS Black & White   36      2.54cm x 1.52m 810030760610

Box holds 18 black and 18 white rolls. 

Specifi cation Summary

Property   Test Method Mil Spec   Test Results*
     Min Performance
Operating temperature range   -65° C to 260° C -65° C to 260° C

Continuous temperature range   -60° C to 200° C -60° C to 200° C

Cold Brittle Point    -65° C  -65° C

Hardness Shore A  ASTM D2148 50  50

Tensile Strength, Min.   ASTM D119  700 PSI  950 PSI, +/- 25 PSI

Elongation, Min.  ASTM D119  300%  800%, +/- 50%

Tear Strength, Min.  ASTM D624, Die B 85 ppi  85 ppi

Bond Strength, Min.  MIL-I-46852 2 lbs  12 lbs

Cold Brittle Point, Max.  ASTM D746  -65° C  -65° C

Water Absorbtion, Max. MIL-I-46852  3% By Weight 3% By Weight

Dielectric Strength, Min. MIL-I-46852 400 v/mil   400 v/mil   

     (8,000 Volts/20mil) (8,000 Volts/20mil)

*2009 Imanna Laboratory, Rockledge, Florida


